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Removal of Stock System 

 
1.  Apply penetrating lubricant liberally to all exhaust fasteners, hangers, and rubber 

insulators.  

 

2. Remove the V band clamp at the inlet of the OE muffler assembly.  Lower the inlet 

of the muffler assembly but DO NOT REMOVE FROM REAR HANGERS. 

Repeat for both driver and passenger sides.   

Refer to Figure 1. 

 

3. Disconnect wiring harness from exhaust valve actuator before removing muffler 

assembly from the vehicle.  Repeat for both driver and passenger sides. 

Refer to Figure 2. 

 

4. Remove both exhaust valve actuators and drive springs from the OE muffler 

assemblies.  Retain these parts as they will be reused during the installation. 

 

Installation of MBRP Inc. Performance Exhaust: 

 

1. Install a previously removed exhaust valve actuator and drive spring onto the 

Driver-Side Active Pipe Assembly.  Be sure the drive spring engages the slots on the 

valve hub. 

Refer to Figure 3. 

 

2. Install the Driver-Side Active Pipe Assembly onto the vehicle by first sliding the 

hanger into the inboard rubber isolator.  Loosely secure the inlet to the catalytic 

converter outlet with an OE V band clamp.   Reconnect the electrical connector to the 

valve actuator. 

Refer to Figure 4. 

 

3. Install the Driver-Side Muffler Assembly onto the vehicle by first sliding the 

hanger into the outboard rubber isolator.  Loosely secure the inlet to the Driver-Side 

Active Pipe Assembly using a supplied Inlet Clamp. 

Refer to Figure 5. 

 

4. Rotate and adjust both pipe assemblies as required to provide adequate clearance 

between all chassis and body components.  When installed correctly and viewed from 

the rear, the angled outlets will be parallel to each other. 

Refer to Figure 6. 

 

5. Repeat installation steps 1 through 4 for the Passenger Side components and tighten 

all clamps. 

 

6. Verify clearances, system security and clamp torque after 30-60 miles (50-100 km) 

of driving.  
 

Congratulations! You are ready to begin experiencing the improved power, sound and driving experience of your 

MBRP Performance Exhaust.  We know you will enjoy your purchase! 
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